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EXTENSIVE EXISTING
VEGETATION TO REMAIN.

EXISTING TREE TO BE RETAINED, TYPICAL.
SEE CIVIL SET FOR TREE RETENTION PLAN

EXISTING NATIVE AREA
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NO STREET TREES
PROFPOSED

EXISTING NATIVE VEGETATION AREA

30% REQUIRED

RETAINED NATIVE VEGETATION AREA

1
L

TOTAL NATIVE VEGETATION AREA: 56,742 SQUARE FEET

48" RIGHT OF way
ESTABLISHED BY Qcp
(REC. NO, 20130215000971)

PROPOSED NATIVE AREA

56742 SQ FT x 30% = 17022 SQ FT
18,141 SQ FT PROVIDED, 31.9%

6793300010 |

GRAFPHIC SCALE
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NATIVE VEGETATION AREAS

SCALE:

(IN FEET)

| Inch = 30 feet




EXTENSIVE EXISTING
VEGETATION TO REMAIN.
NO STREET TREES

PROPOSED
PLANT ©SCHEDULE
EVERGREEN TREES BOTANICAL / COMMON NAME S|IZE QTY
Q\“N‘W‘?
§ %
5 . % Abies grandis / Grand Fir &' Ht. min. 2
\\\\\\\\\\HII/////;/M,M«\Y’F
% . § Calocedrus decurrens / Incense Cedar &' Ht. min. q
%/////////lm\\\\\\\\§
% Pinus contorta / Shore Pine &' Ht. min. [
Q Pseuvdotsuga menziesii / Douglas Fir &' Ht. min. |4
% Thuja plicata 'Excelsa’ / Western Red Cedar &' Ht. min. [
\\\ Vi
% Tsuga mertensiona / Mountain Hemlock &' Ht. min. (2]
(T
STREET TREE BOTANICAL / COMMON NAME SIZE QTY
Acer negundo 'Sensation' / Sensation Box Elder 2" Cal. IO' Ht. min. |4
Full and Matching. 'Medium' street. Install 35
on-center
Nyssa sylvatica / Tupelo 2" Cal. 10" Ht. min. |4
Full and Matching. 'Medium' street. Install 30'
on-center
BOTANICAL / COMMON NAME SIZE QTY

DECIDUOUS TREES

O,

TREE PLAN

Acer circinatum / Vine Maple

[.5" Cal, &' Ht. min. @]

l

|

020 A8 GIHSIIgYIST

(12600051205 102 “ON NEA))

~309 ™~
3 ¥REES / 5600 SF
1451 / 5000 =144
=3 TREES REQD
3 TREES PROVIDED

4LG — - -
2 TREES / 5000 SF
_ — — (922 /5000 =12 =
—

"~ =2 TREES REQD
— — — 7 2 TREEZ PROVIDED

—
—
—

~

i

& —T

) 2 TREES / BOOO SF i
2 _ N6043 /5000 =12 [T
S =2 TREES REQD SRR i D
S ~ 2 TREES PROVIDED B o PR
N —_— — kT
~ I —_ — s

A\
\
o
i
/]

o
7

]

| 01000£¢6/9

0¥Z008¢6/9 |

EXISTING STREET TREE
TO BE RETAINED, TYPICAL
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TYPE 2 LANDSCAFPE BUFFER REQUIRED IN FRONT
OF EXPOSED VAULT WALL ADJACENT TO ISSAQUAR-FPINE

MINIMUM 50% EVERGREEN REQUIRED
I0O0% EVERGREEN TREES SHOWN AT 20' ON-CENTER

SEE SHEET L-2 FOR ENLARGED OFEN
SPACE LANDSCAFPE PLAN

PROPOSED RETAINING WALL.

SEE CIVIL

SET

TYPE 2 LANDSCAPE BUFFER REQUIRED IN FRONT

OF RETAINING WALL ADJACENT TO ISSAQUAR-FPINE

LAKE ROAD SE

MEDIUM TREES 25'-30' ON-CENTER REQUIRED
MINIMUM 50% EVERGREEN REQUIRED

|©O% EVERGREEN TREES SHOWN AT 20' ON-CENTER

ONLY SHRUBS IN FRONT OF RETAINING WALL
DUE TO PROXIMITY TO SIDENWALK. NO TREES
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PROPERTY BOUNDARY
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GAZEBO. MAKE/MODEL
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UNDERGROUND STORM VAULT.
SEE CIVN. SET

v CONCRETE SIDEWALK.
SiE CIVIL SET

SEE SECTION THIS
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FLANT SCHEDULE

PROPERTY BOUNDARY

EXISTING TREES TO BE RETAINED,

40

SHRUBS BOTANICAL / COMMON NAME SIZE QTY
@ Cistus x hyeridus / White Rockrose 2 gal. q0
Q Maheonia aguifolivm / Oregon Grape 2 gal. 40
{:} Mahonia nervosa / Oregon Grape I gal 23
@ Myrica californica / Pacific Wax Myrtle 2 gal. 36
@ Nandina domestica 'Gulf Stream' T™ / Heavenly Bamboo 2 gal. &3
Polystichum munitum / Western Sword Fern I gal 35
(S:E} Rhododendron var. / Rhododendron I gal =
U
é? Ribes sanguineum / Red Flonering Currant I gal T
GROUND COVERS  BOTANICAL / COMMON NAME SIZE SPACING  QTY
Arctostaphylos vva-ursi / Kinnikinnick I gal 36" oc. 651
SITE BOTANICAL / COMMON NAME SIZE SPACING  QTY
Concrete N/A 443 of
SOD/SEED BOTANICAL / COMMON NAME SIZE SPACING  QTY
v v Lann sod 15549 sf
— GRAPHIC SCALE
0 0 10 0
— - —
NORTH inch =3¢
| iInch = 20 feet
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CONCRETE
SIDEWALK

CURE

3 MIN.
AND
GUTTER \

ey

PLANTING STRIP

ROQT BARRIER (TYP.}

[—— PUBLIC RIGHT OF WAY— WIDTH VARIES —]

=] =

NOTES:

TECHNIQUES.

LR NN

BY THE CITY,
BACK OF THE

o=

TREE PIT AREA SHALL BE A MINMUM OF 24 SOUARE FEET.
ROOT BARRIER SHALL EXTEMD & MINIMUM OF 5 FEET BEYOND TREE (REFER TO MANUFACTURERS DETAIL).

1. TREE SPACING |5 DEPENDANT OW THE SIZE AND TYPE OF STREET TREE USED. SEE CONTRACT FOR SPACING
TREES SHALL NOT BE PLACED IN SIGHT DISTANCE TRIAMGLES PER MOST CURRENT VERSION OF AMERICAN ASSOCIATION OF STATE
HIGHWAY AND TRANSPORTATION OFFICIALS (AASHTO) OR CITY STANDARDS.
COORDINATE WITH TRAFFIC SIGNAL ENGINEER S0 THAT TREES DO NOT OBSTRUCT OPERATIONS OF TRAFFIC SIGMAL SYSTEMS.
PLANTING STRIP IRRIGATION SYSTEMS SHALL MEET IRRIGATION STANDARD AND INCORPORATE LATEST WATER CONSERVATION

STREET TREES SHALL HAVE A MINIMUM OVERHEAD CLEARANCE OF SEVEN (7) FEET OVER PEDESTRIAN PATHWAYS AND FOURTEEN
{14) FEET OVER STREETS. STREET TREES SHALL BE CENTERED A MINIMUM OF THIRTY (30) FEET FROM INTERSECTIONS, TWENTY
(20) FEET FROM STREET LIGHTS, THREE (3) FEET FROM CURBS AND TWO (2) FEET FROM SIDEWALKS OR AS OTHERWISE APPROVED

6. STREET TREES SHRAS.L BE PLANTED IN A PLANTING STRIF WITH A MINIMUM OF FIVE (S) FEET BETWEEN THE SIDEWALK AND THE
cu

APPROVED | DEPT. | DATE

Back to Table of Contents

| | NO SCALE
STANDARD
TYPICAL STREET TREE DETAIL NO.
LOCATION REQUIREMENTS L-03
NOTE: THE GRIGINAL 15 APPRGVED FOR PUBLICATION BY PARKS DEFARTENT AND FILED AT THE CITY
APRIL 2010 OF (55A0UAH SUBLIC WORKS ENGINEERING DFFICE e

/\J UNCOMPACTED

A

DU
////// X /

TOP SOIL R

NN
UK,

N
ALY

7

s
COMPACTED
NATIVE OR FILL
MATERIAL .

EQUIREMENTS

FOR

LAWNS

ROTOTILL TOPSQIL INTQ
UNDERLYING LAYYER

ROTOTILL TOPSOIL INTO
UNDERLYING LAYYER

NATIVE OR FILL
MATERIAL
T ; &

o

TOP SOIL REQUIREMENTS FOR TREE

AND SHRUB BEDS

NOTES:

APPROVED _ DEPT. DATE

1) ALL PLANT MATERIALS TO MEET THE AMERICAM STANDARD FOR

NURSERY STOCK, AMS| Z80.1-1900 OR MOST CURRENT VERSION.
2) PLANT, MAINTAIN AND WARRANTY AS PER SPECIAL PROVISIONS.
3) DO NOT SUBSTITUE SPECIES WITHOUT ENGINEER APPROVAL.

Back to Table of Contents NO SCALE
i F TOP SOIL REQUIREMENTS FOR STANDARD
ISS H COMPACTED AND DETAIL NO.
NT NON-COMPACTED SOILS L-02

PUBLIC WORKS DEPARTME]
APRIL 2010

NOTE: THE ORIGHAL IS APPROVED FOR PUSILICATION BY PARKS DEPARTMENT AND FILED AT THE CITY
OF ISSAQUAH PUBLIC WORKS ENGINEERMG CFFICE.

REV!

PACIFIC OUTDOOR FICNIC TABLE

SE-5340

SKU: SE-5340
Category: Tables

Contemporary 6 coutour bench with powder coated

2"x2” welded steel frame and §"x4” steel coutour seat
back. Comes in 3"x4” recycled plastic seat and back.

PACIFIC OUTDOOR BENCH SE-5I30

NOTES:
1. CUT & REMOVE ALL TWINE & PLASTIC, SCARIFY SIDES OF
PLANTING HOLE & ROOT BALL

2" BARK MULCH;
.. () () £EP FRO!
O~ D .“ o

PLANTING PIT: DEPTH
e MR PLANTING HOLE SHALL BE

AT LEAST 3 TIMES ROOT
BALL DIAMETER. SEE
STANDARD DETAIL L-01.

APPROVED = DEPT. DATE

Back to Table of Contents NO SCALE
STANDARD
TYPICAL SHRUB GROUND DETAIL NO.
COVER PLANTING L-04
NOTE: THE CRIGINAL IS APPROVED FOR PUBLICATION BY PARKS DEPARTMENT AND FILED AT THE OTY
APRIL 2010 OF ISSAQUAH PUBLIC WORKS ENGINEERING OFFICE | REV:

SHRUBS TO SCREEN LONWER

TYPE 2 LANDSCAFE BUFFER
REQUIRED TO SCREEN RETAINING
WALL. EVERGREEN TREES

TO BE INSTALLED MINIMUM
25'-30"' ON-CENTER. ADDITIONAL
SHRUBS AND GROUND COVER
SHOWN THROUGHOUT

SHRUBS AND GROUND COVER CONTRIBUTE —
TO TYPE 2 LANDSCAFE BUFFER. SEE
ADDITIONAL INFORMATION THIS SET

3' HEIGHT SAFETY FENCE. SEE —

PROFPERTY BOUNDARY
PROPOSED RETAINING WALL.

SEE CIVIL SET
3'-4' HEIGHT EVERGREEN

WALL

CONCRETE SIDENALK

ISSAQUAH-FPINE LAKE
ROAD RIGHT OF WAY

&' HEIGHT WOOD FENCE.
SEE CIVIL SET\
PROPOSED RETAINING WALL.
SEE CIVIL SET
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ISSAQUAH-FPINE LAKE ROAD RETAINING WALL LANDSCAFPE SCREEN - SECTION

425-24|-6255

LANDSCAFE ARCHITECT
909 242ND STREET SE
BOTHELL, WA d502]

CRAMER DESIGN CONSULTANTS, INC.

NOT TO SCALE

TOPSOIL WITH FIRM SOIL ARQUND BALL: DO NOT
TAMP. EXPAND BEYOND PLANTING PIT AS
SHOWN WHEN NO TOPSOIL 1S PRESENT.

WATER THOROUGHLY TO ELIMINATE AIR POCKETS,
SETTLING, AND TO SOAK THE BALL AND THE

METAL FENCE POST STAKING. STAKE
PERPENDICULAR TO THE DOMINATE WIND
DIRECTION. 3 STAKES REQUIRED ON TREES 3"

OR LARGER,

DRIVE STAKES 1' INTO UNDISTURBED SOIL
GUY ATTACHMENTS: INTERLOCKING PLASTIC

TREE TIES. GUYS NOT TAUT

BOTTOM OF TRUNK FLARE SHALL BE SLIGHTLY
HIGHER THAN THE SURROUMNDING FINISH GRADE.

EXPOSE TOP OF ROOT CROWN.

2" TQ 47 OF WOODY MULCH: AGED WOOD
CHIPS, SHREDDED BARK, OF SIMILAR MULCH.
MO MULCH WITHIN 8" RADIUS OF TRUNIK.

SURFACE FERTILIZE OMLY.

SURROUMNBDING SOIL.

APPROVED | DEPT. DATE

ROOT BALL DIAM.

PLANTING HOLE DIAMETER —
SHALL BE AT LEAST 3 TIMES
THE ROOQT BALL DIAMETER

TRANSIT TRUMK GUARDS: REMOVE
IMMEDIATELY AFTER PLAMTING

ARBOR GUARD
(REQUIRED IF IN A
LAWN)

CUT AND REMOVE ALL TIES AND
BURLAP. CUT AND REMOVE CIRCLING
OR GIRDLING ROOTS. REMOVE WIRE
BASKET, BURLAP, ETC.

MOUNDED
MULCH RING

PLANTING BASE OF

UNDISTURBED OR COMPACTED
TOP SCIL TO SUPPORT ROOT
BALL AND REDUCE SETTUNG

PUBLIC WORKS DEPARTMENT

o
= m -y

APRIL 2010

NOTES:
1. TREE LOCATION TO BE VERIFIED NOT TO CONFLICT WITH
UNDERGROUND UTILTIES A M. OF 3 FT CLEAR 2ONE NO SCALE
Back to Table of Contents STANDARD
DETAIL NO.
TREE PLANTING DETAIL i

MOTE: THE DRIGINAL IS APPROVED FOR PURLICATION BY FARKS DEPARTMENT AND FILED AT THE CITY
OF ISSAQUAH PLELIC WORKS FNGINFERING OFFICE,

REVZ

NOTES:

. CONTRACTOR SHALL BE RESPONSIBLE FOR FAMILIARIZING THEMSELVES WITH ALL OTHER SITE IMPROVEMENTS AND CONDITIONS
PRIOR TO STARTING LANDSCAPE WORK.

2. CONTRACTOR SHALL USE CAUTION WHILE EXCAVATING TO AVOID DISTURBING ANY UTILITIES ENCOUNTERED. CONTRACTOR IS TO
PROMPTLY ADVISE ONNER OF ANY DISTURBED UTILITIES. LOCATION SERVICE HONE |-600-424-5555.

3. CONTRACTOR SHALL MAINTAIN AND WATER ALL PLANT MATERIAL FOR | YEAR OR UNTIL FINAL INSPECTION AND ACCEPTANCE BY
ONNER.

4. CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING QUANTITIES OF PLANTS THAT ARE REPRESENTED BY SYMBOLS ON THE
DRANING.

5. SUBGRADE 1S TO BE WITHIN 5 INCH OF | FOOT AS PROVIDED BY OTHERS. ALL PLANTING AREAS TO BE CLEARED OF ALL
CONSTRUCTION MATERIAL AND ROCKS & STICKS LARGER THAN 2 INCH DIAMETER.

6. SEE STANDARD DETAIL FOR SOIL AND MULCH INFORMATION.
7. 2 INCH DEPTH, 3 FOOT DIAMETER BARK RING AROUND BASE OF STREET TREES AND OTHER TREES LOCATED IN LANN.

5. TREES SHOULD BE PLANTED SO THAT THE CENTER OF EACH TRUNK IS 3 FEET FROM THE BACK OF CURB OR IF PLANTED BEHIND
A SIDENALK 3 FEET FROM THE BACK OF A SIDENALK. WHERE TREES ARE TO BE PLANTED ADJACENT TO A SIDENALK, A ROOT
BARRIER SHALL BE INSTALLED ON THE SIDEWALK SIDE OF EACH TREE PARALLEL TO AND & INCHES FROM THE SIDEWALK. THE
BARRIER SHALL BE |15 FEET LONG, CENTERED HORIZONTALLY ON THE TREE TRUNK AND EXTEND FROM THE GROUND SURFACE TO A
DEPTH OF |& INCHES.

4. 6ROUND COVERS SHALL BE PLANTED IN AN EQUILATERAL TRIANGULAR SPACING PATTERN AT THE ON-CENTER DISTANCES SHOWN
ON THE PLAN OR IN THE PLANT SCHEDULE. WHERE GROUND COVER ABUTS CURBING, SIDENALKS, SIGNS OR POLES, MINIMUM PLANTING
DISTANCES SHALL BE 12" FROM CENTER OF PLANT TO CURB, SIDENALK, ETC. MINIMUM PLANTING DISTANCE SHALL BE 24" FROM
CENTER OF TREES AND SHRUBS.

|O. ALL PLANT MATERIAL SHALL BE FERTILIZED WITH AGRO TRANSFLANT FERTILIZER 4-2-2 PER MANUFACTURERS SPECIFICATIONS.

. ALL PLANT MATERIAL SHALL CONFORM TO AAN STANDARDS FOR NURSERY STOCK LATEST EDITION. ALL PLANT MATERIAL
FURNISHED SHALL BE HEALTHY REPRESENTATIVES, TYPICAL OF THEIR SPECIES OF VARIETY AND SHALL HAVE A NORMAL GRONWTH
HABIT. THEY SHALL BE FULL, WELL BRANCHED, WELL PROFPORTIONED, AND HAVE A VIGOROUS WELL DEVELOFPED ROOT SYSTEM.
ALL PLANTS SHALL BE HARDY UNDER CLIMATIC CONDITIONS SIMILAR TO THOSE IN THE LOCALITY OF THE PROJECT. TREES, SHRUBS
AND GROUNDCOVER QUANTITIES, SPECIES, VARIETIES, SIZES AND CONDITIONS TO BE AS SHOWN ON THE PLANTING PLAN. PLANTS TO
BE FREE OF DISEASE, INJURY, INSECTS, DECAY, HARMFUL DEFECTS AND ALL WEEDS. NO SUBSTITUTIONS SHALL BE MADE WITHOUT
WRITTEN AFPPROVAL FROM LANDSCAFPE ARCHITECT O ONNER.

12. NO PERMANENT IRRIGATION SYSTEM |S PROPOSED. TEMPORARY IRRIGATION SHALL BE REQUIRED FOR THE FIRST 3 YEARS OR
UNTIL PROPOSED PLANT MATERIAL 1S ESTABLISHED. PLANT MATERIAL SPECIFIED TO BE NATIVE OR DROUGHT TOLERANT AS
DETERMINED BY LANDSCAFPE ARCHITECT.

13. TREES TO BE PLANTED A MINIMUM 5 FEET FROM PROJECT BOUNDARIES.

4. THE AVERAGE SFPACING FOR STREET REES SHOULBE BE 30 FEET ON CENTER AND ADWSTED TO ALLOW FOR SIGHT LINES,
UTILITES, TRAFFIC SIGNS, LIGHT STANDARDS, DRIVENAYS AND OTHER STREET APPURTENANCES.
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